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1. Description F= g7 48

1.1General Description /= gaftiiR

\
The White LED which was fabricated by using a blue chip and phosphors.
B¢ LED.. ZHiEsm ket miek
The LED package dimension: 3.45mmxX3:45mmX2.20mm.

PR 3.45mmX3.45mmxX2.20mm,

1.2Features = an’HiE
» Ceramics Package.fg& 13

» Extremely wide viewing angle. R X BE X

=+

» Suitable for all SMT assembly and solder process.i& B FFRBRISMTAELEERIS =T

T P P S
i FH T B e

» Available on tape and reel &R T & K&
» Moisture sensitive level:Levell. F5Ei&%4k: Level 1

» RoHS compliant.;#% ERoHSE R

1.3Application 7= &AM Fl
» Article color lamp, lamp belt. &%, TH
» Landscape lighting, Trademark logo. SX1E8EH, BiEF

» Hotels, markets, offices, household and other indoor uses. &5, &7, DAE. KRAREEE
AR
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» General use. Efth 57 A

1.4Package Dimension 3 R~
| 3.5

-

—

N ~J
Fig.1-1 Top view I[EELE] Fig.1-2 Side view Il E {1 &
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Fig.1-5 Soldering patterns #7412
Notes &7F:

1. All dimensions units are millimeters. FiE R T8 ANZEXK
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Forward Current I - A
(EBE7) - ' m

Peak Forward Current I R A
D) 7P ' m

Reverse Voltage
(REEBE) Ve > v

Electrostatic Discharge
(HBM)

Notes &7F:

1. 1/10 Duty cycle, 0.1ms pulse width k350, 1ms, 5= tE1/10.

2. The above forward voltage measurementallowance toleranceis +0.1V. W FFiREBENZEIRE £0.1V.

3. The above Dominant Wavelength measurement allowance tolerance isxlnm. M _EFARFEKNEZIRE T 1nm

4. The above luminous intensity measurement allowance tolerance +10%. _biR% ¥ RERMELAERAER
*10%.

5. Care is to be taken that power dissipation does not exceed the absolute maximum rating of the product. {8

EREBEIMENZAE,

6. All measurements were made under the standardized environment of Refond. Fr & ks # S TlnT =L AT

RAENEFES,

7.When the LEDs are in operation the maximum current should be decided after measuring the package
temperature junction temperature should not exceed the maximum rate. LED NS X B TR ERIEH . .

7J<1¢E%E: én/mTLﬁEﬁﬁ H-_j({Eo
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1.5.1 Bin Range Of Forward Voltage and Luminous Intensity (IF=350mA)
BIN (IF=350mA)

Table 1-3

W2 W3 w4
Ve V C&W

5.6-6.0 6.0-6.4 6.4-6.8

FC2 FC3 FC4 FC5

100-110 110-120 120-130 130-140
¢ (m W

FC6 FC7 FC8 FC9

140-150 150-160 160-170 170-180

FC9 FD1 FD2 FD3

170-180 180-190 190-200 200-210
¢ (m C

FD4 FD5

210-220 220-230

R
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Fig.1-7 Chromaticity Coordinates
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CIE-X | CIE-Y | Region | CIE-X | CIE-Y | Region | CIE-X | CIE-Y | Region | CIE-X | CIE-Y
2700K 3000K 3500K 4000K
0.4373 | 0.3893 0.4147 | 0.3814 0.3889 | 0.3690 0.3670 | 0.3578
0.4465 | 0.4071 0.4221 | 0.3984 0.3941 | 0.3848 0.3702 | 0.3722
27A 30A 35A 40A
0.4582 | 0.4099 0.4342 | 0.4028 0.4080 | 0.3916 0.3825 | 0.3798
0.4483 | 0.3919 0.4259 | 0.3853 0.4017 | 0.3751 0.3783 | 0.3646
0.4465 | 0.4071 0.4221 | 0.3984 0.3941 | 0.3848 0.3702 | 0.3722
0.4562 | 0.4260 0.4299 | .0:4165 0.3996 | 0.4015 0.3736 | 0.3874
27B 30B 35B 40B
0.4687 | 0.4289 0.4430- -0:4212 0:4146 | 0.4089 0.3869 | 0.3958
0.4582 | 0.4099 04342 =0:4028 0.4080 | 0.3916 0.3825 | 0.3798
0.4582 | 0.4099 0.4342 | 0.4028 04080 0.3916 0.3825 | 0.3798
0.4687 | 0.4289 0.4430 | 04212 04146 | 0.4089 0.3869 | 0.3958
27C 30C 35C 40C
0.4813 | 0.4319 0.4562 | 0.4260 0.4299 | 0.4165 0.4006 | 0.4044
0.4700 | 0.4126 0.4465 | 0.4071 0.4221 | 0.3984 0.3950 | 0.3875
0.4483 | 0.3919 0.4259 | 0.3853 0.4017 | 0.3751 0.3783 | 0.3646
0.4582 | 0.4099 0.4342 | 0.4028 0.4080 | 0.3916 0.3825 | 0.3798
27D 30D 35D 40D
0.4700 | 0.4126 0.4465 | 0.4071 0.4221 | 0.3984 0.3950 | 0.3875
0.4593 | 0.3944 0.4373 | 0.3893 0.4147 | 0.3814 0.3898 | 0.3716
Region | CIE-X | CIE-Y | Region | CIE-X | CIE-Y | Region | CIE-X | CIE-Y | Region | CIE-X | CIE-Y
4500K 5000K 5700K 6500K
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Bl

0.3530 | 0.3597 0.3371 | 0.3490 0.3215 | 0.3350 0.3048 | 0.3207
0.3615 | 0.3659 0.3451 | 0.3554 0.3290 | 0.3417 0.3130 | 0.3290

45A 50A 57A 65A
0.3590 | 0.3521 0.3440 | 0.3427 0.3290 | 0.3300 0.3144 | 0.3186
0.3512 | 0.3465 0.3366 | 0.3369 0.3222 | 0.3243 0.3068 | 0.3113
0.3548 | 0.3736 0.3376 | 0.3616 0.3207 | 0.3462 0.3028 | 0.3304
0.3641 | 0.3804 0.3463 | 0.3687 0.3290 | 0.3538 0.3115 | 0.3391

45B 50B 57B 65B
0.3615 | 0.3659 0.3451 | 0.3554 0.3290 | 0.3417 0.3130 | 0.3290
0.3530 | 0.3597 0.3371 | 0.3490 0.3215 | 0.3350 0.3048 | 0.3207
0.3641 | 0.3804 0.3463 | _0:3687 0.3290 | 0.3538 0.3115 | 0.3391
0.3736 | 0.3874 0.3551 | 0.3760 0:3376 | 0.3616 0.3205 | 0.3481

45C 50C 57C 65C
0.3702 | 0.3722 0:3533 |=0:3620 03371 | 0.3490 0.3213 | 0.3373
0.3615 | 0.3659 0.3451-0.3554 0:3290+| 0.3417 0.3130 | 0.3290
0.3615 | 0.3659 0.3451 -0.3554 0.3290-| 0.3417 0.3130 | 0.3290
0.3702 | 0.3722 0.3533 |-0.3620 0.3371-| 0.3490 0.3213 | 0.3373

45D 50D 57D 65D
0.3670 | 0.3578 0.3515 | 0.3487 0.3366 | 0.3369 0.3221 | 0.3261
0.3590 | 0.3521 0.3440 | 0.3427 0.3290 | 0.3300 0.3144 | 0.3186
0.3366 | 0.3369 0.3222 | 0.3243 0.3068 | 0.3113
0.3440 | 0.3428 0.3290 | 0.3300 0.3144 | 0.3186

S50R 57R 65R
0.3429 | 0.3307 0.3290 | 0.3180 0.3161 | 0.3059
0.3361 | 0.3245 0.3231 | 0.3120 0.3093 | 0.2993
50S 0.3381 | 0.3762 57S 0.3196 | 0.3602 65S 0.3005 | 0.3415

.
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X 73=<

0.3480 | 0.3840 0.3290 | 0.3690 0.3099 | 0.3509

0.3463 | 0.3687 0.3290 | 0.3538 0.3115 | 0.3391
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2.1.3Label Form Specification FRZ i
Table 2-2 Title

Fig 2-3 Label Form #R%&##E1R

2.2Moisture Resistant Packing B3 £13

Fig.2-4Packing specification 3£ ER

2.3Cardboard Box fR-eEsE b,

Fig.2-5Cardboard Box B 4t5
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Table 2-3 Test items and conditions XTI H & &4

www.refond.com
BZ Z 13 (Stock code):300241

Test Items Ref. Standard Test Condition Time Quantity Ac/Re
mB SERE MRS BfiE) He BRI
Reflow Temp:260°CmaX )
. JESD22-B106 2times. 10pcs 0/1
Bl T=10 sec
H | Shock -40°C 15min
ermal Shoe JEITAED-4701
1110s 300 cycle. 10pcs. 0/1
% Humis 300307
100°C 15min
High Temperature Storage
B DOt Tew:l00C | 1000Nrs. | 10pcs. o1
=R RT
Low Temperature Storage
. J E'TZ/SC']ESC')‘ZWM Temp:-40°C 1000hrs. 10pcs. 0/1
HKRRE
Life Test Ta=25°C
N JESD22-A108 1000hrs. 10pcs. 0/1
FRIBER IF=350mA
High Temperature
High Humidity Life Test | jEsp22-A101 [~ 89°€ 90%Ru “| 1o00nrs. | 10pcs. 0/1
[F=350mA
150 i 1 18
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2.5 Criteria For Judging Damage 2¥HIE R

Table 2-4 Criteria for judging damage &3H)E 474

www.refond.com
B Z 3 (Stock code):300241

Test Criteria For
Test Items Symbol Applicable project
Condition Judgement
il 1 - BAEmE
plliER-Sks FITE tRE
Forward Voltage
Vr [F=350mA <*+10%
BE
Reflow
Luminous Flux Maintenance =70%
Thermal Shock
R FRBHERGE
High and Low
Luminous Flux Maintenance =70%
oy [F=350MA Temperature Storage
G B R
Life Test
Luminous Flux Maintenance 250%
B JORSHFE
Lamp Bead Light No-epen ciretit short
High Temperature
Test / 1F=350mA circuit or flicke

THIRE. FEK. WZE

High Humidity Life Test

Notes &3+

1.The above reliability tests is based on the verification of a single/strip LED of Refond's existing experimental

platform,the reliability experiment was taken under good heat dissipation conditions. when customers applies

the LED to the series and parallel circuit, should take consideration of all the factors such as the current,

voltage distribution, heat dissipation and others. A F A4 MIAREFIHFEIN B LK T S B /5% LED ERIFER

FIFK

SIETHER, PR LED AT 8. HEXLRKE

o

2.The technical information shown in the data sheets is limited to the typical characteristics and circuit examples

of the referenced products. It does not constitute the warranting of industrial property nor the granting of any

license. K EFAREIE A= meVEE1E,
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3. SMT Reflow Soldering Instructions SMT [2]57 4815 EA

3.1SMT Reflow Soldering Instructions SMT [B]575 4215 EH

—
o

—
—

Temperature —>
@
I
+

Preheat Ramp-dovn

Critical Zone
TL to Tp

|
|
25 :
-t 25 to Peak |

Fig.3-1SMT Reflow Soldering Instructions SMT [Bl57 )& 15 BE

Table 3-1 SMT Reflow-Soldering Parameter SMT [E;12 2%

Average temperature rise speed FEFHREEE (Tsmax_ZETe)

Max 3 °C/ s &&=3 °C/#b

Preheating: minimum temperature¥i#4: REEE (Tsmin) 150 °C
Preheating: Max temperaturefi#: &= a~E (Tsmax) 200 °C

Preheating: TimeFi##: BYiE] (Tsmin ZETsmax)

60 - 1207  60s-120s

Time limited to maintain high temperature: the temperaturefRES 445

=8 BE (T

217 °C

Time limited to maintain high temperature: The Time  [Et4FRE.

e BE) ()

Max 60s FZ%60F)

Peak /Classification of temperature:I&{8 /| 9DZBE (Tr)

260 °C

Time limit classification of peak temperature timefRESIEE S IBE

BiaE] (tp)

Max 10s &% 10%)
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Hold time within 5 °C with the actual peak temperature (TP) 5SCfR
I&{ERE (Te) HHZE 5°C LIRBIREITE]

Max 30s &% 30%)

Cooling speed FERERE Max 6 °C/ s =6 °C/#)
Needed time from 25 °C to Tp 25 °C A EI&EREFTFATIE Max 8 minutes fx%84}:
Notes &7t

(1) The number of reflows should not exceed two, and if the time between reflows exceeds 24 hours, the LED
may be damaged due to moisture absorption. [EIFEEREARR LUBIEFR, F/REIFRIEATE)EFRINR BT 24
/NBY, LEDT]REH FIREMR,

(2) When welding, do not press hard on the surface of the gel while the material is hot. /28, REEMES
ANBAHERERE.

3.1.1 Soldering Iron J&EkIE

(1) When do soldering by hand, keep the~temperature of iron below less 300 less than 3
seconds. 5 F TIFER IR EXRTEE R 0/NF300°C; B {a] R BB 3%,
(2) Soldering by hand should be done-only one time. FTIRZE SR IRIE—K,

3.1.2 Repairing &%+

Repairing should not be done after-the LEDs -have been soldered. When repairing is
unavoidable, a double-head soldering iron should be used (as below figure). It should be

confirmed in advance whether the characteristics of LEDs will or not be damaged by repairing.

el el R o N

e e o
%ﬁ%ﬁﬁmnﬁlﬁmnmé

LE Diﬁ'n"ninn i
SHIFLEDZA S A94F 1%,

3.1.3 Cautions JI=EIM

(1) The encapsulated material of the LEDs is silicone. Therefore the LEDs have a soft surface on
the top of package. The pressure to the top surface will be impacted on the reliability of the LEDs.

Precautions should be taken to avoid the strong pressure on the encapsulated part. So when use
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the picking up nozzle, the pressure on the silicone resin should be proper. LEDF 2R IR, FTRE
(B BRI R SRR EDRI RN, RN BTG ina e EiRERR G, SERREN, K
AREREDNZEE/,

(2) Components should not be mounted on warped (non coplanar) portion of PCB. After soldering,
do not warp the circuit board. LED NJTERAEIFIZFEZHIRY PCB vy
Mo

(3) Do not apply mechanical force or excess vibration during the cooling process to normal

5 fi%fﬂul ﬂ‘ﬂ‘ﬁli

temperature after soldering. Do not rapidly cool device after soldering.[EiEIE 7 EA MRS, &, |
EXIMRIEMIN S, BARBEEER, BREE, FEXBBEILRINNE .
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4. Handling Precautions 7= gafd A EHIN

4.1 Handling Precautions F=gafEAEE
(1) LED operating environment and sulfur element composition cannot be over 100PPM in the
LED mating usage material. This is provided for informational purposes only and is not a warranty
or endorsement. LED TR RN 5 LED SECHMERTTE R U ESYIHRMAARAED 100PPM.XR
— PN, FMEER@EER,
(2) In order to prevent ex-ternal material from getting into the inside of LED, which may cause the
malfunction of LED, the single content of Bromine element is required to be less than 900PPM,
the single content of Chlorine element is required to be less than 900PPM,the total content of
Bromine element and Chlorine element in the external materials of the application products is
required to be less than 1500PPM. Thissis provided-for informational purposes only and is not a
warranty or endorsement. g7 BFLESNRYIEH ALED NERLLERK LED B9$5ifA, FTbIFENRFTARE
HEF, %—E’\J;%nizzgskdwt 900PPM; B=RtZ B EBEK/NT 900PPM, RITESSTT
ER2280AUNE 1500PPM. XRZ—TEWN, FEERDEHER,
(3) VOCs (Volatile organic compounds) emitted from materials-used in the construction of fixtures
can penetrate silicone encapsulants of LEDs and-discolor when exposed to heat and photonic
energy. The result can be a significant loss of light output from the fixture. Knowledge of the
properties of the materials selected-to be used in the construction of fixtures can help prevent
these issues. Refond advises against the use of any chemicals or materials that have been found
or are suspected to have an adverse affect on device performance or reliability. To verify
compatibility, Refond recommends that all chemicals and materials be tested in the specific
application and environment for which they are intended to be used. Attaching LEDs, do not use
adhesives that outgas organic vapor. BEHFELEYR=EFEE LED RS, EBE~EN
FREHFGT, 25 LED T6, i&ﬁﬁiﬁﬁEFE%E, HUT&FE#M?H EN%I8E 5 - X KL R] L
InF RXYERERRT LED S
ERNNTRBES. sHHENREMERIME, RFERZINENYIRMZEHITES MR
TENEEE LED MR, A EAEPeEZEEIIE S SN e w0
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(4) Handle the component along the side surface by using forceps or appropriate tools; do not

directly touch or Handle the silicone lens surface, it may damage the internal circuitry. B & HiE

ST EMMEERE, AEZRFHURRERBERAERE, ErRESBRIFABER,

Fi= A - =
/ /, -
a2

Fig 4-1Misoperation 5%

(5) In designing a circuit, the current-through each-LED must be exceed the absolute maximum
rating specified for each LED. In the meanwhiles resistors_for protection should be applied,
otherwise slight voltage shift will cause big=currents=change, burn out may happen. The driving
circuit must be designed to allow forward veltage only when-it is ON or OFF. If the reverse
voltage is applied to LED, migration-can-be generated resulting-in LED damage. &iTEEAK, &
o LED M RA BT ENRAE, i, ERERAFRFEMRE, TN, B IBEZARERSIE

¥

=2

T, FE
(6) Thermal Design is paramount importance because heat generation may result in the
Characteristics decline, such as brightness decreased, Color change and so on. Please consider
the heat generation of the LEDs when making the system design. LED &% & B &M A HAMIF
SRR T IR I LED RYONE, FMANGE, RIS E

AE)

(7) Compared to standard encapsulants, silicone is generally softer, and the surface is more likely
to attract dust requiring special care during processing. In cases where a minimal level of dirt
and dust particles cannot be guaranteed, a suitable cleaning solution must be applied to the
surface after the soldering of components. Refond suggests using isopropyl alcohol for cleaning.
In case other solvents are used, it must be assured that these solvents do not dissolve the

package or resin. Ultrasonic cleaning is not recommended. Ultrasonic cleaning may cause
L e
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damage to the LED. S5EfthEKRALL, ERBBERNR, REZRMEY, NANNNER, 3
X‘ED?;E&[%E%XEQ _'%_ETI- 2 IEIS!ZE”E:’L}L‘}: m’u \\\\\\\\\\\:u‘#\mﬁﬂwﬁ\mﬁ%ﬁ%ﬂ%}%ﬁmWﬁ%\\\\\\\\\\\\\\\\\\\mmmmmmmm\ R {%mmm rrm\\\muﬂﬁ'ﬂnmmmmrml H/ i

REEMEEF, BARIEFIWAHESE, BEBAUEIN LED HHRIRE, FHFXME
I TNo

Table 4-1Storage 7%

Conditions Temperature Humidity Time
S RE B iE]
Within 6 Months From
Before Opening Aluminum Bag
30°C 75% Date
HEH)
Storage 6~ EK
After Opening Aluminum Bag 168hours
30°C 60%
wERE 168/)\B
Baking =24hours
60+5°C <5%
KtkE KF24/MB

(8) I If the moisture absorbent material silica-gel- has faded away or the LEDs have exceeded

the storage time, baking treatment-should be performed-after unpacking and based on the

following condition 60+5 and less than 5%RH for above 24 hours. B el SR EERS . @
Rl (5 Pl S A Sl TRl AT e PR 450,601 5°C, /NF 5%RH, XF
24 /M\BY,

If the package is flatulence or damaged, please notify the sales staff to assist. tNE AL Sav=

(9)
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Declare
This specification is written both in English and in Chinese and the latter is formal.
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